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1
CONTACTLESS POWER-FEED EQUIPMENT

FIELD OF THE INVENTION

The present invention relates to contactless power-feed
equipment and particularly relates to contactless power-feed
equipment having a sub induction line branching from a main
induction line.

BACKGROUND OF THE INVENTION

For example, conventional contactless power-feed equip-
ment is disclosed in JP2003-341390A.

The contactless power-feed equipment disclosed in
JP2003-341390A includes a main route for traveling of a
carriage and a sub route branching from the main route. The
carriage is retreated to the sub route during maintenance and
SO O1.

To feed power to the carriage traveling on the main route or
the sub route, a main induction line connected to a power-
supply device for outputting a high-frequency current is pro-
vided along the main route, and a sub induction line con-
nected to the main induction line is provided along the sub
route.

A first switch (first magnet contactor) for switching a con-
nected state and a cut-off state between the power-supply
device and the main induction line is provided between the
power-supply device and the main induction line. The sub
induction line is connected in parallel with the first switch.
Moreover, a second switch (second magnet contactor) for
switching a connected state and a cut-off state of the sub
induction line is provided on a feed line to the sub induction
line.

The effect of the configuration will be discussed below.

Typically, the first switch is in a connected state and the
second switch is in a cut-off state, electrically isolating the
sub induction line from the main induction line. In this state,
a high-frequency current is outputted from the power-supply
device to the main induction line, so that the current passes
through the overall main induction line and power is fed to
carriages on the main route through pickup coils. The power
fed from the main induction line is received by the carriages
and drives motors, allowing traveling of the carriages on the
main route to transport articles.

In the case where any one of the carriages on the mainroute
undergoes maintenance, the target carriage is temporarily
retracted from the main route to the sub route before mainte-
nance, preventing the target carriage from interfering with
other carriages traveling on the main route. In this case, the
power-supply device is first temporarily stopped, the first
switch is placed in a cut-off state, and the second switch is
placed in a connected state, thereby connecting the main
induction line and the sub induction line in series. In this state,
the power-supply device is operated again to output a high-
frequency current to the main induction line and the sub
induction line. Thus, the current passes through the main
induction line and the sub induction line to feed power to the
target carriage through the pickup coil. At this point, the target
carriage first receives power from the main induction line and
travels from the main route to the sub route. After entering the
sub route, the traveling target carriage receives power from
the sub induction line.

After the target carriage is fully retracted to the sub route,
the power-supply device is temporarily stopped again. Thus,
the first switch is placed in a connected state and the second
switch is placed in a cut-off state, electrically isolating the sub
induction line from the main induction line. The operation of
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the power-supply device is then restarted to apply a high-
frequency current to the main induction line, thereby feeding
power to the carriages again on the main route.

With this configuration, when power is fed to the sub
induction line used for temporarily retracting the carriage, the
power can be fed to the sub induction line from the same
power-supply device as the main induction line without pro-
viding another power-supply device for the sub induction
line. Thus, power can be inexpensively fed to the carriage on
the sub route with a small space.

In the contactless power-feed equipment described in
JP2003-341390A, however, a circuit impedance greatly var-
ies, when viewed from the power-supply device, between a
state in which only the main induction line is connected to the
power-supply device and a state in which the main induction
line is connected to the power-supply device while the sub
induction line is connected to the main induction line. Thus,
when power to the sub induction line is supplied or cut off
during an operation of the power-supply device, the circuit
impedance of the power-supply device rapidly changes, lead-
ing to fluctuations in the current of the induction line. As a
result, power cannot be sufficiently supplied to the carriages
instantly or for a certain time, which may cause abnormal
traveling of the carriages. Thus, as has been discussed, when
power to the sub induction line is supplied or cut off, the
power-supply device needs to be stopped. For this reason,
each time power to the sub induction line is supplied or cut
off, the power-supply device is stopped or restarted, leading
to a complicated switching operation.

The first switch and the second switch are connected in
series with the power-supply device, allowing a current out-
putted from the power-supply device to directly pass through
the first switch and the second switch. Hence, the first switch
and the second switch need large rated currents, disadvanta-
geously increasing the cost and space of the switches.

SUMMARY OF THE INVENTION

An object of the present invention is to provide contactless
power-feed equipment that can supply or cut off power to a
sub induction line with a simple configuration without stop-
ping a power-supply device and can reduce the rated current
of'a switch used for supplying or cutting off power to the sub
induction line.

In order to attain the object, the present invention provides
contactless power-feed equipment provided with a main
induction line and a sub induction line that supply power to a
pickup coil in a contactless manner by induction coupling, the
contactless power-feed equipment being capable of switch-
ing supply and interruption of electric power from the main
induction line to the sub induction line,

the contactless power-feed equipment including:

a power-supply device that outputs an AC constant current
having a predetermined oscillation frequency to the main
induction line;

a primary coil connected to the main induction line;

a secondary coil that forms an insulating transformer with
the primary coil and is connected to the sub induction line;

a resonance capacitor that is connected to the secondary
coil and constitutes a parallel resonant circuit with the sub
induction line; and

a switch that is provided between the secondary coil and
the parallel resonant circuit to switch supply/interruption of
electric power to the sub induction line,

wherein circuit constants of an inductance of the sub induc-
tion line and of a capacitance of the resonance capacitor are
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selected such that the parallel resonant circuit has a resonance
frequency equal to the oscillation frequency of the power-
supply device.

The contactless power-feed equipment of the present
invention is preferably configured such that the primary coil,
the secondary coil, and the sub induction line have equal
inductances.

The contactless power-feed equipment of the present
invention further includes a moving unit having the pickup
coil, and a main route and a sub route on which the moving
unit is capable of traveling,

wherein the main induction line is capable of supplying
power to the moving unit on the main route,

the sub induction line is capable of supplying power to the
moving unit on the sub route, and

the primary coil, the secondary coil, and the sub induction
line are preferably configured such that a current allowing
traveling of the moving unit on the sub route is applied to the
sub induction line based on receiving power from the sub
induction line through the pickup coil.

According to the contactless power-feed equipment of the
present invention, when the switch is placed in a cut-off state
while an AC constant current having a predetermined oscil-
lation frequency is outputted to the main induction line from
the power-supply device, the sub induction line is cut off from
the main induction line and no current passes through the sub
induction line, thereby interrupting electric power supply to
the sub induction line. When the switch is switched from a
cut-off state to a connected state, the parallel resonant circuit
is resonated at the same frequency as the oscillation fre-
quency of the power-supply device to apply a current to the
sub induction line, thereby supplying electric power to the
sub induction line.

Atthis point, the parallel resonant circuit in a resonant state
has a substantially infinite impedance. Even when the switch
switches between a cut-off state and a connected state, a
circuit impedance hardly changes when viewed from the
power-supply device. Hence, even when the switch switches
between a cut-off state and a connected state during an opera-
tion of the power-supply device, an excessive load is not
placed on the power-supply device. Thus, power to the sub
induction line can be supplied or interrupted without stopping
the power-supply device.

When the switch is in a connected state, the parallel reso-
nant circuit is in a resonant state. Thus, a current passing
through the sub induction line and a current passing through
the resonance capacitor in opposite directions cancel each
other out. Consequently, a current passing through the switch
is quite smaller than a current passing through the sub induc-
tion line, allowing the switch used for supplying or interrupt-
ing power to the sub induction line to have a low rated current.
Therefore, the cost and space of the switch can be reduced.

Basically, the provision of the sub induction line capable of
switching supply and interruption of power from the main
induction line only requires the insulating transformer includ-
ing the primary coil and the secondary coil, the switch, and
the resonance capacitor. Thus, the equipment can be obtained
with a simple configuration.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a circuit diagram illustrating contactless power-
feed equipment according to an embodiment of the present
invention;

FIG. 2 is a traveling path diagram of an article transport
system including the contactless power-feed equipment; and
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FIG. 3 shows results when the turns ratios of a primary coil
and a secondary coil of an insulating transformer are changed
in the contactless power-feed equipment.

DESCRIPTION OF THE EMBODIMENT

An embodiment of the present invention will be described
below with reference to the accompanying drawings.

First, an article transport system in FIG. 2 will be simply
described below. The article transport system including con-
tactless power-feed equipment 10 (FIG. 1) has a main route
20 for running multiple carriages 30, which serve as an
example of a mobile unit. The main route 20 includes a
loading section 38 for loading articles to the carriages 30 and
an unloading section 39 for unloading articles from the car-
riages 30. When the carriage 30 traveling on the main route 20
reaches the loading section 38, the carriage 30 is loaded with
articles in the loading section 38. When the carriage 30 trav-
eling on the main route 20 reaches the unloading section 39,
the articles loaded in the loading section 38 are unloaded in
the unloading section 39.

In addition to the main route 20, a sub route 25 is provided
that branches from the main route 20. The sub route 25 is
simply stretched or extended from the main route 20 and
allows traveling of the carriages 30 as on the main route 20.

A main induction line 21 and a sub induction line 26 are
provided to feed power to the carriages 30 on the main route
20 and the sub route 25.

The main induction line 21 is provided along the main
route 20 and is connected to a power-supply device that
outputs a high-frequency AC current. The sub induction line
26 is provided along the sub route 25 and can be connected to
or cut off from the main induction line 21 in a switchable
manner. The sub induction line 26 can be fed with power from
the power-supply device 12 through the main induction line
21. Thus, in principle, another power-supply device for the
sub induction line 26 does not need to be provided in addition
to the power-supply device 12 connected to the main induc-
tion line 21.

As illustrated in FIG. 1, each of the carriages 30 traveling
on the main route 20 and the sub route 25 includes a pickup
coil 31 that receives power by inductive coupling to the main
induction line 21 or the sub induction line 26, a power receiv-
ing unit 32 that converts a voltage or current induced to the
pickup coil 31 into a desired voltage or current and then
outputs the converted voltage or current, a travel motor 33 that
receives the desired voltage or current from the power receiv-
ing unit 32 and drives a drive mechanism (not shown) of
wheels and so on, and a drive motor (not shown) that is driven
as a power for loading and unloading articles.

Referring to FIG. 1, the circuit configuration of the con-
tactless power-feed equipment 10 will be described in detail.

The power-supply device 12 converts an AC current input-
ted from a commercial power supply 11 into a high-frequency
AC constant current having a predetermined oscillation fre-
quency, and then outputs the current to the main induction line
21. The power-supply device 12 includes a rectifier unit 13
that rectifies the AC current from the commercial power sup-
ply 11 into a DC current, an oscillator unit 14 that receives the
DC current from the rectifier unit 13 and outputs an AC
current having the predetermined oscillation frequency, and a
power-side capacitor 15 connected to the output side of the
oscillator unit 14.

The main induction line 21 connected to the power-supply
device 12 is also connected to a primary coil 22. A secondary
coil 23 is provided to form an insulating transformer 24 with
the primary coil 22. The secondary coil 23 is connected in
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parallel with a resonance capacitor 27. The sub induction line
26 is connected to the secondary coil 23 in parallel with the
resonance capacitor 27. The sub induction line 26 and the
resonance capacitor 27 constitute a parallel resonant circuit
28. The constants of the inductance of the sub induction line
26 and the capacitance of the resonance capacitor 27 are
selected such that the resonance frequency of the parallel
resonant circuit 28 is equal to the oscillation frequency of the
power-supply device 12. Thus, the parallel resonant circuit 28
resonates at the same frequency as the oscillation frequency
of the power-supply device 12, enabling efficient power sup-
ply to the sub induction line 26.

The primary coil 22, the secondary coil 23, and the sub
induction line 26 have equal inductances, allowing a current
passing through the sub induction line 26 to be equal to a
current passing through the main induction line 21. Conse-
quently, the carriages 30 on the sub route 25 can be fed with
power and travel to load and unload articles as on the main
route 20.

A switch 29 is provided between the secondary coil 23 and
the parallel resonant circuit 28 to switch power supply and
interruption to the sub induction line 26 by switching a con-
nected state and a cut-off state. As has been discussed, the
primary coil 22 connected to the main induction line 21 and
the secondary coil 23 connected to the switch 29 are induc-
tively coupled to each other while forming the insulating
transformer 24.

The effect of the configuration will be discussed below.

When feeding to the sub induction line 26 is not necessary,
the switch 29 is placed in a cut-off state. In this state, power is
fed from the power-supply device 12 only to the main induc-
tion line 21 and the sub induction line 26 is opened and is cut
off from the main induction line 21, resulting in no current
flow to the sub induction line 26. In other words, power
supply to the sub induction line 26 can be interrupted.

Therefore, when the switch 29 is in a cut-off state, power is
only fed to at least one of the carriages 30 on the main route
20. This allows the carriages 30 on the main route 20 to
receive power from the main induction line 21 through the
pickup coil 31 and travel along the main route 20 to load and
unload articles. At this point, even when the carriages 30 lie
on the sub route 25, power is not supplied to the carriages 30
on the sub route 25 because no current passes through the sub
induction line 26.

When the switch 29 is in a cut-off state, both ends of the
secondary coil 23 are opened. Thus, a circuit impedance after
the secondary coil 23 is substantially infinite when viewed
from the power-supply device 12.

When feeding to the sub induction line 26 is necessary, the
switch 29 is switched from a cut-off state to a connected state.

At this point, the inductance of the primary coil 22 is equal
to that of the secondary coil 23. In other words, the number of
turns of the primary coil 22 is equal to that of the secondary
coil 23. Thus, an induced voltage on the secondary coil 23 is
equal to a voltage across the primary coil 22 regardless of
whether the switch 29 is in a cut-off state or a connected state.

For this reason, when the switch 29 is in a connected state,
the induced voltage of the secondary coil 23 is applied to the
sub induction line 26 and the resonance capacitor 27, the
induced voltage being equal to the voltage across the primary
coil 22.

The sub induction line 26 and the resonance capacitor 27
constitute the parallel resonant circuit 28 whose resonance
frequency is equal to the oscillation frequency of the power-
supply device 12. When the switch 29 is in a connected state,
the parallel resonant circuit 28 is resonated at the same fre-
quency as the oscillation frequency of the power-supply
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6
device 12. Thus, the sub induction line 26 is fed with an AC
current having the same frequency as the oscillation fre-
quency of the power-supply device 12.

In this case, the inductance of the secondary coil 23 is
configured to be equal to that of the primary coil 22. Thus, a
current passing through the sub induction line 26 can be equal
to a current passing through the main induction line 21, that is,
a current passing through the primary coil 22.

At this point, the parallel resonant circuit 28 in a resonant
state has a substantially infinite impedance. Thus, even when
the switch 29 switches between a cut-off state and a con-
nected state, a circuit impedance after the secondary coil 23
hardly changes when viewed from the power-supply device
12. Hence, even when the switch 29 switches between a
cut-off state and a connected state during an operation of the
power-supply device 12, an excessive load is not placed on
the power-supply device 12. This allows power to the sub
induction line 26 to be supplied or interrupted independently
from feeding to the main induction line 21 without stopping
the power-supply device 12.

When the switch 29 is in a connected state, the parallel
resonant circuit 28 is in a resonated state. Thus, a current
passing through the sub induction line 26 and a current pass-
ing through the resonance capacitor 27 in opposite directions
cancel each other out. Consequently, a current passing
through the switch 29 is quite smaller than a current passing
through the sub induction line 26, allowing the switch 29 used
for supplying or interruption power to the sub induction line
26 to have a low rated current. Therefore, the cost and space
of the switch 29 can be reduced. Moreover, in the case where
the resonance capacitor 27 has a relatively small capacitance,
a rush current applied to the switch 29 can be suppressed at
the moment of the switching of the switch 29 from a cut-off
state to a connected state.

Basically, the insulating transformer 24 including the pri-
mary coil 22 and the secondary coil 23, the switch 29, and the
resonance capacitor 27 are only necessary for the provision of
the sub induction line 26 on which power from the main
induction line 21 is supplied and interrupted. Thus, a device
for supplying and interrupting power to the sub induction line
26 can be obtained with a simple configuration.

When the switch 29 is in a connected state, the carriage 30
on the main route 20 travels to the sub route 25 while receiv-
ing power from the main induction line 21 through the pickup
coil 31. After shifting from the main route 20 to the sub route
25, the carriage 30 traveling on the sub route 25 can receive
power from the sub induction line 26 through the pickup coil
31.

The carriage 30 on the sub route 25 travels to the main route
20 while receiving power from the sub induction line 26
through the pickup coil 31. After shifting from the sub route
25 to the main route 20, the carriage 30 traveling on the main
route 20 can receive power from the main induction line 21
through the pickup coil 31.

After the carriage 30 moves from the main route 20 to the
sub route 25 or from the sub route 25 to the main route 20, the
switch 29 switches from a connected state to a cut-off state.
Thus, the sub induction line 26 is opened again, resulting in
no current flow to the sub induction line 26. This ensures a
safe operation near the sub route 25. Even in an emergency,
the switch 29 placed in a cut-off state can quickly open the sub
induction line 26, achieving high safety near the sub route 25.

EXPERIMENTAL EXAMPLE

An example of experimental results obtained with specific
constants according to the embodiment will be described
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below. In the following explanation, C1 is the capacitance of
the power-side capacitor 15, C2 is the capacitance of the
resonance capacitor 27, L1 is the inductance of the main
induction line 21, L2 is the inductance of the sub induction
line 26, 1.3 is the inductance of the primary coil 22, [.4 is the
inductance of the secondary coil 23, 11 is a current passing
through the main induction line 21, 12 is a current passing
through the sub induction line 26, 13 is a current passing
through the switch 29, V3 is a voltage across the primary coil
22, V4 is a voltage induced on the secondary coil 23, fo is the
oscillation frequency of the oscillator unit 14 in the power-
supply device 12, and fr is the resonance frequency of the
parallel resonant circuit 28.

FIG. 3 shows an example of four patterns with different
turns ratios of the insulating transformer 24.

First, “pattern (1)” in FIG. 3 (I.3:1L4=1:1) will be described
below.

The set constants were C1=8.0 [uF], C2=12.5 [uF], L1=35
[uH], L2=22.5 [uH], L3=23 [uH], L4=24 [uH], and f0=9.96
[kHz]. 11 was set to 85 [A] under constant current control. V3
at this point was set to 120 [V].

In order to equalize the inductances [.3 and [.4, the number
of turns of the primary coil 22 was equalized with that of the
secondary coil 23. Thus, V4 was 120 [V], which was equal to
V3.

When the switch 29 was in a cut-off state, the sub induction
line 26 was opened, so that 12 was 0 [A]. When the switch 29
switched from the cut-off state to a connected state, 12 was 83
[A], which was equal to I1.

Therefore, it was confirmed that the carriage 30 on the sub
route 25 can be fed with power as on the main route 20. This
allowed the carriage 30 on the sub route 25 to perform the
same operation as on the main route 20 in addition to simple
traveling on the sub route 25.

When the switch 29 in a cut-off state was switched to a
connected state, the confirmed 13 was 15 [ A], which was quite
smaller than 12. Thus, it was confirmed that the rated current
of the switch 29 can be relatively small and the switch 29
requires lower cost and a smaller space. Since C2 was 12.5
[wF], which was relatively small, the rush current flowing to
the switch 29 could be suppressed at the moment of the
switching of the switch 29 from a cut-off state to a connected
state.

Modification

The present invention is not limited to the embodiment and
the experimental example and can be changed in various
ways.

For example, in this embodiment, a current applied to the
sub induction line 26 was equalized to a current on the main
induction line 21 to cause the carriage 30 on the sub route 25
to perform the same operation as on the main route 20. A
current applied to the sub induction line 26 may be however
different from a current applied to the main induction line 21.

For example, different currents are applied to the induction
lines when the carriage 30 undergoes maintenance on the sub
route 25. In this case, the carriage 30 only requires an electric
power for traveling on the sub route 25 and thus only an
electric power for traveling of the carriage 30 needs to be
supplied from the sub induction line 26 to the carriage 30.

Hence, a current passing through the sub induction line 26
can be smaller than a current passing through the main induc-
tion line 21, thereby reducing the steady-state loss of the sub
induction line 26.

A current passing through the sub induction line 26 can be
made smaller than a current passing through the main induc-
tion line 21 mainly by two methods:
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The first method is to set an induced voltage on the sec-
ondary coil 23 to a voltage smaller than a voltage across the
primary coil 22.

This method can be implemented when the number of turns
of'the secondary coil 23 is smaller than that of the primary coil
22, in other words, the inductance [.4 of the secondary coil 23
is smaller than the inductance 1.3 of the primary coil 22.

Referring to FIG. 3, the first method will be specifically
described below. The primary coil 22, the secondary coil 23,
and the sub induction line 26 are selected on the premise that
a current required for traveling of the carriage 30 passes
through the sub induction line 26. The current 12 passing
through the sub induction line 26 needs to be at least 50 [A] to
enable traveling of the carriage 30.

In “pattern (2)” of FIG. 3, 1L.3:1.4=6:5 was determined (L3
was 23 [uH] and L4 was 19.2 [uH]). Thus, V4 was 92.5 [V],
12 was 66.8 [A], and I3 was 15 [A]. In this case, 12 was at least
50 [A], allowing the carriage 30 to travel on the sub route 25.

In “pattern (3)” of FIG. 3, 1.3:1.4=3:2 was determined (L3
was 23 [uH] and .4 was 13.8 [VH]). Thus, V4 was 76.2 [V],
12 was 51.1 [A], and I3 was 20 [A]. In this case, 12 was at least
50 [A], allowing the carriage 30 to travel on the sub route 25.

In“pattern (4)” (failure example) of FIG. 3, 1.3:1.4=2:1 was
determined (I.3 was 23 [uH] and .4 was 11.4 [uH]). Thus, V4
was 58.1[V], 12 was 37.4 [A], and I3 was [ A]. In this case, 12
was smaller than 50 [ A], which may preclude traveling of the
carriage 30.

Therefore, in the case where a current of at least 50 [A]
needs to be applied to enable the carriage 30 to travel on the
sub route 25, the primary coil 22 and the secondary coil 23 are
desirably selected so as to determine 1<[.3/1.4<1.5.

In the adoption of the first method, the insulating trans-
former 24 preferably includes a first terminal for using the sub
route 25 in a similar manner to the main route 20, that is, for
applying the same current as on the main induction line 21 to
the sub induction line 26 and a second terminal for using the
sub route 25 only for maintenance of the carriage 30, that is,
for feeding only power for traveling of the carriage 30 to the
sub induction line 26. The insulating transformer 24 as a unit
including the first terminal and the second terminal can easily
address changes of usage of the sub route 25 by switching a
connection between the first terminal and the second terminal
of the insulating transformer 24 on site.

The second method is to increase the inductance of the sub
induction line 26.

The inductance of the sub induction line 26 can be
increased by extending the line length of the sub induction
line 26 or directly adding an inductor to the sub induction line
26.

In this case, however, the sub induction line 26 increased in
inductance and the resonance capacitor 27 constitute the par-
allel resonant circuit 28 whose resonance frequency is equal
to the oscillation frequency of the power-supply device 12.
Thus, the capacitance of the resonance capacitor 27 needs to
be adjusted according to the increased inductance of the sub
induction line 26.

In the case where the resonance capacitor 27 is a variable
capacitor that can be increased or reduced in capacitance, the
resonance frequency of the parallel resonant circuit 28 can be
easily adjusted by changing the capacitance of the variable
capacitor on site.

Conversely, in the case where the line length of the sub
induction line 26 may be shortened, in other words, the induc-
tance of the sub induction line 26 may be reduced, a variable
coil (variable inductor) may be connected in series with the
sub induction line 26. In the case where the line length of the
sub induction line 26 is shortened, the resonance frequency of
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the parallel resonant circuit 28 including the sub induction
line 26, the variable coil, and the resonance capacitor 27 can
be easily adjusted to the same frequency as the oscillation
frequency of the power-supply device 12 by increasing the
inductance of the variable coil on site.

In the foregoing embodiment, the main induction line 21
connected to the power-supply device 12 may be provided
with the signal sub induction line 26 that can be switched
between a connected state and a cut-off state from the main
induction line 21. Alternatively, the main induction line 21
connected to the power-supply device 12 may be provided
with at least two sub induction lines 26 that can be switched
between a connected state and a cut-off state from the main
induction line 21.

In this case, the number of primary coil 22 connected in
series with the main induction line 21 is increased with the
number of sub induction lines 26. A circuit configuration
following the secondary coil 23 is identical to that of the
embodiment.

Even in the case where the sub induction line 26 is switched
between a connected state and a cut-off state from the main
induction line 21, a circuit impedance remains infinite and
hardly changes when viewed from the power-supply device
12. Thus, even in the case where power to the multiple sub
induction lines 26 is optionally supplied or interrupted during
an operation of the power-supply device 12, an excessive load
is not placed on the power-supply device 12.

The present invention is suitable for moving or pooling
multiple mobile units (carriages) on a sub route branching
from a main route, and is particularly useful for feeding or
interrupting power to the mobile units on the sub route during
feeding to the mobile units on the main route.

What is claimed is:

1. Contactless power-feed equipment provided with amain
induction line and a sub induction line that respectively func-
tions as a primary side to supply power to a pickup coil that
functions as a secondary side in a contactless manner by
induction coupling, the contactless power-feed equipment
being capable of switching supply and interruption of electric
power from the main induction line to the sub induction line,
the contactless power-feed equipment comprising:
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a power-supply device that outputs an AC constant current
having a predetermined oscillation frequency to the
main induction line;

a primary coil connected to the main induction line;

a secondary coil that forms an insulating transformer with
the primary coil and is connected to the sub induction
line, wherein the primary coil is inductively coupled to
the secondary coil such that a voltage in the primary coil
induces a voltage in the secondary coil;

a resonance capacitor that is connected in parallel with the
secondary coil and constitutes a parallel resonant circuit
with the sub induction line; and

a switch that is provided between the secondary coil and
the parallel resonant circuit to switch supply and inter-
ruption of electric power to the sub induction line
wherein the switch is connected in series with the sec-
ondary coil,

wherein circuit constants of an inductance of the sub induc-
tion line and of a capacitance of the resonance capacitor
are selected such that the parallel resonant circuit has a
resonance frequency equal to the oscillation frequency
of the power-supply device.

2. The contactless power-feed equipment according to
claim 1, wherein the primary coil, the secondary coil, and the
sub induction line have equal inductances.

3. The contactless power-feed equipment according to
claim 1, further comprising a moving unit having the pickup
coil, and a main route and a sub route on which the moving
unit is capable of traveling,

wherein the main induction line is capable of supplying
power to the moving unit on the main route,

the sub induction line is capable of supplying power to the
moving unit on the sub route, and

the primary coil, the secondary coil, and the sub induction
line are configured such that a current enabling traveling
of the moving unit on the sub route is applied based on
receiving power from the sub induction line through the
pickup coil.



